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Sub-Unit Sheath
Options
Sub-Unit
i V-PVC
SIS H - Halogen-Free
Flame
b Retardant
B-3.6 mm Bl o
C-42mm - No sub-units
Default:
el 0 - 14-12 fibers
A - 2-12 fibers No. of Fibers fAs jacket ir1nate1ri2al
B - 12-16 fibers f%’ more than
C - 24-72 fibers 04to 72 ibers

0

ore
Water
Blocking
Options

D - Dry
X -No WB

Default
X - No WB

General
Options

RI - Riser-rated
(OFNR) per
UL-1666

vTOU-0-gg-og-0-0-1-gp-f |

Fiber Types

9 - Standard SM
fiber per G.652D

8 - NZDS SM fiber
per G.655

7 - NZDS SM fiber
per G.656

6 - MM 62.5/125
um (OM-1)

5- MM 50/125 um
(OM-2)

4 - OM-3 - MM 50/
125 um

1 -2 or more fiber
types in cable -
specify

$0

*8& 34 )

Tight Buffer Types

Central Member
Options

Jacket Options

VT -PVC P - Polyethylene
HT - Halogen-Free D - Dielectric FRP V-PVC
Flame F - Aramid yarn H - Halogen-Free
Retardant E - No central Flame Retardant
YT - Tactical Grade member U - Polyurethane
CD - Semi-tight, dry R - Corrugated steel
Default: armor
Default: D - 36 fibers J - Dielectric armor
VT - PVC E - All other fiber K - Aramid Yarn
counts Z - Non-metallic
strength members
M - Combined
Aramid Yarn and
Fiberglass
A - Aluminum
moisture barrier
Default:
H - HFFR
15 12 6 7
4 /
s 4 ; ;
;:(0 <%, *#< ? ? ?
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Between
Jackets
Water
Blocking
Options

G- Gel
D - Dry
X -No WB

Default
X -No WB
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